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HOBIE 18 SX WING INSTALLATION INSTRUCTIONS
THIS KIT CONTAINS:
m @mv PART NO. DESCRIPTION QUAN .,
— o80IcL 31 RIVET 3/16" x S/8" B0
0801 (291 RIVET CAP S.5. BO
08020 21 CLEVIS (/4™ x | 3/i6" 4
INSTALLATION REQUIRES: oa03 8zl SCREW, SOC., SET S/1B"-24 x 2% 4
08050331 NUT, 5/16™~24 HEX NYLOQCK LO-PRO 8
DRILL MOTOR, 3/8" CHUCK 0B0Bs08s| WASHER, 11716 x 5/16" x 065" 4
174 ROTARY BURRING BIT 68160001 STRUT, BLK. ANQDIZED 2
JIZB" 1 /4™ & o4 DRILL BITS 91490021 KICK UP BRACKET L)
S/32" HEX KEY 08030111 SCREW, *I10-32 x |" RHMS 4
RAT TAIL FILE 08050201 NUT, »]0-32 HX NYLOCK 4
RIVET POPPER 0802006 | " CLEVIS PIN 3/18™ x 13/16" 4
PHILLIPS SCREW DRIVER 10860001 CLEVIS PIN LOCK RING, SMALL 4
VISE GRIPS 68190000 WING LEG ANCHOR PLATE 4
"C" CLAMPS 20860005 CLEVIS PIN RING DING,LRG. 4
378" PEN END WRENCH BBS50001 WING COVER LINE, HiB SX 32°* 2
1/2" CLOSED END WRENCH 68351001 WING COVEF LINE, SHORT 18 X 4' 2
SOCKET SET 4 RACHET GSQ7000) AR NGAKT DAR. 2 14T ¥
TAPE MEASURE & PENCIL -+
6% 100000 STRUT TAB 4
13300001 ANCHOR PLATE INSTRUCTION SHT. I
13290001 STRUT INSTRUCTION SHT. INSERT 1
58 130000 HIBSX WING INSTRUCTION SHT. |
13600001 TRAMP LACE INSTRUCTION SHT. I

INSTALLATION OF MOUNTING FASTENERS

THE WINGS ATTACH AND PIVOT ON
NTO MOUNTI
AND REAR CROSSPARS.

FOUR SOCKET SCREWS WHICH ARE THREADED

N8 _BARS INSERTED INTO THE TRAMPOLINE TRACK OF THE FRONT

ON_PRE-~ | 984 BOATS, REQUIRES

INSTALLATION OF THE HOUNTING FASTENERS,
THE_ENLARGI OF T
BE THREADED INTOD l“l'.'l.l\lTIN

A,
B.

c.

RAI-FOLIP\E SL0T SO THAT THE SOCKET SCRE\\’S CAN
BARS. LATER BOATS ARE PRE-DRILLED

REMOVE THE TRAMPOLINE.

ON THE FRONT CROSSBAR, MEASURE | [/4™ INWARD FROM THE INBOARD HULL
RAIL OF BOTH HUXLS.

USING A |/74" ROTARY BURRING BIT, OR RAT TAIL FILE, ENLARGE THE
TRAMPOLINE SLOT TO A DIAMETER OF S5/16" AS SHOWN.

REPEAT THIS PROCEDURE ON THE PORT SIDE OF THE REAR CROSSBAR.

THE STARBOARD SIDE OF THE REAR CROSSBAR HAS ALREADY BEEN ROUTED
OUT TO ALLOW FOR THE INSTALLATION OF THE TRAMOPLIMNE AFT LACING
STRIP AND ONLY REQUIRES ENLARGEMENT OF THE TOP HALF.

WARNING: USAGE OF A STANDARD DRILL BIT TO ENLARGE THE TRAMPOLINE
SLOT IS NOT RECOMMEMDED. DRILL BITS TEND TO WALK AND CATCH IN THE
SLOT A USE A FILE INSTEAD,

SLIDE THE MOUNTING BARS ( 2 1/4™ ) INTO THE TRAMPOLINE SLOT OF THE
FRONT CROSSBAR AND THE PORT SIDE OF THE REAR CROSSBAR.

NOTE: IT MAY BE NECESSARY TO FORCE THE MOUNTING BAR INTO THE TRAMP SLOT

OR REMOVE SOME OF THE MATERIAL AT THE OPENING LSING A FILE OR
ROTOR BURRING BIT. ONLY REMOVE ENOUGH MATERIAL REQUIRED TO
INSERT THE MOUNTING DAR.

REINSTALL THE AFT LACING STRIP ONTO THE REAR CROSSBAR.
NOTE: JT MAY PE NECESSARY TO TRIM SOME OF THE BOLT ROPE OFF OF THE
TRAMPOLINE CORNERS TO ALLOW FOR CLEARANCE OF THE MOUNTING

BARS TN THE TRAMP SLOT. HEAT SEALING THE CUT EDGES IS RECOMMENDED

(A SOLDERING IRON IS SUITABLE).
INSTALL THE STBO. MOUNTING BAR

THREAD THE SOCKET SCREWS INTD ALL FOUR MOUNTING BARS.
THEN TNSTALL ANCHOR PLATES (SEE INSTRUCTION SHT. |330000()

REMOVE THE COVER PLATE FROM THE CASTINGS ON THE CROSSBARS AND
INSTALL THE FOUR STRUT TABS USING THE OUTBOARD ASSEMBLY BOLTS
ON BGTH CROSSBARS.

NOTE: IT 1% RECOMMENDED THAT THE ANTI-SEIZE LUBRICANT BE APPLIED TO THE
ASSEMBLY BOLTS SO THAT THE STRUT TABS CAN BE REMOVED WHEN DESIRED

WITHOUT. SEIZING THE BOLTS,
ALSO, WiITH THE BOLT REMOVED, IT MAY BE NECESSARY TO FILE THE

OPENING OF THE CORNER CASTING TO REMOVE ANY SHARP BURRS AND TO

MAKE SURE THAT THE STRUT TAB SEATS FLATLY IN PLACE.

REINSTALL AND LACE UP THE TRAMPOLIME. AGAIN, IT MAY BE NECESSARY
TO TRIM THE ENDS OF THE TRAMPOLINE BOLT ROPE TO ALLOW CLEARANCE
FOR THE MOUNTING BARS IN THE TRAMPOLINE SLOT, AND THE ANCHOR,

_\\

I 174"

Neve: See poge 3
f 2 1/4"
—— LA

J.

STBD AFT CSTG.

\ 9/
LY}

ALLIGN STRUT TAE WITH STRUT




